
 

Syneco Systems, Inc. 
Tele: 952-927-9215 

Fax: 952-927-9224 
E-mail: sales@synecosystems.com 

 

Startup Checklist / Instructions 

 
1:  The Peacemaker Odor Control System will be delivered on a weatherproof skid 

and the odor control media will be already inside of it.   

 

2:  The Blower, Blast Gate, and Condensate Hosing will come in a box on top of 

the Peacemaker Odor Control System. 

 

3:  The Peacemaker Odor Control System needs to be taken off the truck and set in 

to place.  This can be done with a boom truck, forklift, or bobcat.  

 

4:  The vent from the process needs to be plumbed / ducted to the blast gate (which 

is already preset for to the correct airflow).   

 

5:  The blast gate will need to be attached to the influent coupling of the 

Peacemaker Odor Control System.   

 

6:  Once the system is in place and plumbed properly, the Blower will need to be 

taken out of the box and added to the top of the Peacemaker.   

 

7:  Once attached, the Blower will need to be wired and turned on. 

 

8:  The Condensate hose will need to be screwed into the Peacemaker with the 

hose barb fitting to the lower right of the Influent Coupling.  Syneco Systems, Inc 

recommends that the condensate hose drains back into the waste stream.   

 

9:  The Peacemaker Odor Control System will now be fully operational. 

 

10:  Installation Instructions are attached. 

 

11:  The Media Change / Refill Instructions are attached. 

 

12:  Contact Syneco Systems, Inc with any questions at (952)927-9215. 
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