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Startup Checklist / Instructions 
1:  The Peacemaker® Odor Control System will be delivered on a pallet.  It’s 

recommended to put the scrubber directly on a concrete surface.   

 

2:  The Peacemaker® Odor Control System needs to be taken off the truck and set 

in to place.      

 

3:  The Blower, Blast Gate, and Condensate Hosing will come in a box inside of 

the Peacemaker® Odor Control System.  Please remove the tank cover so media 

can be added.  Ground Mounted Blowers will be delivered on a separate pallet.   

 

4:  Media:  It’s important to empty each media super bag in the center of the tank.  

Each bag will be numbered.  Once added, even the material out, clean off any 

media that might be along the top rim of the tank before adding the tank.  

 

5:  The vent from the process needs to be plumbed / ducted to the knifegate / 

damper leading into the Peacemaker® Scrubber. 

 

6:  The knifegate / Damper be used to set airflow for the Peacemaker® Odor 

Control System.    

 

7:  Once the system is in place and plumbed properly, the Blower will need to be 

installed.   

 

8:  Once installed, the Blower will need to be wired and turned on.  Wiring 

instructions are on the Blower. 

 

9:  The Condensate hose will need to be screwed into the Peacemaker® with the 

hose barb fitting to the lower right of the Influent Coupling.  Syneco Systems, Inc 

recommends that the condensate hose drains back into the waste stream.   

 

10:  The Peacemaker® Odor Control System will now be fully operational. 

 

11:  Contact Syneco Systems, Inc with any questions at (952)927-9215. 
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