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Startup Checklist / Instructions 
1:  The Peacemaker® FRP Odor Control System will be delivered on saddles 

arriving on a Flad Bed or Lowboy Trailer.   

 

2:  Please review the O&M Manual from Design Tanks for off loading.  The 

Peacemaker® Odor Control System needs to be taken off the truck and set in to 

place with use of a Crane or Telehandler.  It is important to install the Scrubber 

Railing and Ladder once the Scrubber is in place.        

 

3:  The Mist & Grease Eliminator, Scrubber Exhaust, and Perforated Media disk 

will arrive separately.  Please review the Submittals from Fan Air for the M&GE. 

 

4:  Perforated Media Disk (arrives in two or three pieces).  It’s important to open 

the top manway to the scrubber and lower the perforated media disk to the top of 

the FRP Media Platform (PLENUM).  The curved disk fits all the way to each side 

and ok to overlap.  Important to screw all pieces together using the provided 

stainless steel screws. 

 

5:  Media:  It’s important to empty each media super bag in the center of the tank.  

Each bag will be numbered.  The superbags labeled Converter Media goes in first.  

The superbags labled Polishing Media goes in last (on top).  Once added, even the 

material out, clean off any media that might be along the top rim of the tank before 

adding the cover to the manway.  

 

6:  The vent from the process needs to be plumbed / ducted to the Mist & Grease 

Eliminator.  There provided plumbing plumbs the Mist & Grease Eliminator to the 

Peacemaker® Scrubber.   

 

7:  The Scrubber Exhaust will connect via flange fitting to the top of the scrubber. 

 

8:  Once installed, the Blower will need to be wired and turned on.   

 

9:  The Condensate hose will need to be connected to allow any condensation to 

drain.   

 

10:  The Peacemaker® Odor Control System will now be fully operational. 

 

11:  Contact Syneco Systems, Inc with any questions at (952)927-9215. 
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